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1  The  signaling  Connection  Control  Part 


The  main  function  of  the  signaling  connection  control  part  (SCCP)  of  the  Signaling  Sys¬ 
tem  Number  7  [Q.700  88]  is  the  catering  for  both  connectionless  as  well  as  connection- 
oriented  network  services  to  transfer  circuit  related  and  non-circuit  related  signaling 
information  and  other  type  of  information  between  exchanges  and  specialized  centres 
(particularly  for  management  and  maintenance  purposes)  in  the  telecommunication  net¬ 
works  via  a  Signaling  System  No.  7  (SS7)  network.  One  of  its  overall  objectives  is  to 
provide  the  means  for  establishing  the  logical  signaling  connections  within  the  SS7  net¬ 
work  and  for  transferring  the  signaling  data  units  with  the  use  of  the  logical  signaling 
connections. 


2  Connection- Oriented  Connection 


A  SCCP  user,  in  general,  is  any  subsubsystem  located  at  a  signaling  point  of  the  network. 
A  connection-oriented  logical  signaling  connection  established  between  the  calling  SCCP 
user  and  the  called  SCCP  user  in  the  network  may  consist  of  one  or  more  connection 
sections  in  tandem.  The  originating  node  (a  signaling  point)  of  the  connection  is  where 
the  calling  SCCP  user  is  located,  while  the  destination  node  (also  a  signaling  point) 
is  where  the  called  SCCP  user  is  located.  The  originating  node  of  the  connection  is 
the  originating  node  of  the  first  connection  section  while  the  destination  node  of  the 
connection  is  the  destination  node  of  the  last  connection  section. 

In  the  case  of  two  or  more  connection  sections,  intermediate  nodes  (which  are  also  a 
signaling  point  and  are  normally  called  signaling  transfer  points)  are  required  for  relaying 
messages.  They  are  located  between  two  connection  sections.  A  message  is  received  by 
an  intermediate  node  from  one  connection  section  and  is  sent  on  to  the  other.  In  the 
setting  up  (establishment),  passing  data  and  releasing  phases  of  a  signaling  connection, 
a  protocol  (a  set  of  procedures)  is  followed  by  both  the  originating  and  destination  node 
and  also  by  the  intermediate  nodes  involved. 

A  number  of  protocols  are  given  in  CCITT  Q.714  [Q.700  88].  We  are  particularly  in¬ 
terested  in  the  connection-oriented  protocol  of  Class  2  which  is  found  in  Section  3  of 
Q.714  [Q.700  88].  It  is  the  lower  connection-oriented  protocol  class.  As  far  as  the  con¬ 
nection  establishment  and  releasing  procedures  are  concerned,  it  is  the  same  as  the  higher 
protocol  class  except  that  no  negotiation  of  protocol  classes  and  initial  credits  is  required. 
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2.1  Exchanged  Messages 


The  basic  SCCP  messages  being  exchanged  in  the  connection-oriented  protocol  can  be 
classified  into  the  following  types:  Connection  Request,  Connection  Confirm,  Connection 
Refused,  Data,  Released  and  Release  Complete.  Every  message  has  a  type  code  which 
uniquely  identifies  the  type  of  the  message.  Their  formats  are  given  in  Q.713  [Q.700  88]. 


3  Connection  Request  Messages 


The  main  components  of  a  Connection  Request  message  include  called  party  address 
and  source  local  reference,  both  of  which  are  mandatory,  and  also  include  an  optional 
calling  party  address.  Table  3/Q.713  of  Q.713  [Q.700  88].  Although  the  calling  party 
address  is  only  optional,  we  feel  that  it  is  required  in  the  connection-oriented  connection 
establishment  in  order  to  allow  a  reply  to  the  request  to  be  sent  back  to  the  originating 
node. 


3.1  Party  Addresses 


Party  addresses  are  used  to  identify  SCCP  users  in  the  network,  and  can  be  formatted  in  a 
number  of  ways  (Q.713  [Q.700  88]).  One  possible  format  of  a  party  address  is  a  (signaling 
point  code,  subsystem  number)  pair.  In  this  case,  the  signaling  point  code  identifies  the 
signaling  point  where  the  user  is  located  and  the  subsystem  number  identifies  the  user 
at  the  signaling  point.  However,  a  party  address  can  also  be  a  global  title  and  there  are 
four  possible  formats. 

In  order  to  determine  a  signaling  point  code  or  to  determine  a  pair  of  signaling  point  code 
and  subsystem  number  from  a  global  title,  a  translation  is  required.  At  every  signaling 
point,  a  translation  function  is  provided.  However,  the  translations  of  the  same  global 
title  performed  at  two  different  signaling  points  may  be  different  Hence,  it  is  important 
to  note  that  a  translation  of  global  title  of  a  SCCP  user  does  not  necessarily  determine 
the  signaling  point  where  the  user  is  located.  The  detail  can  be  found  in  Section  2  of 
Q.714  [Q.700  88]. 

In  the  following,  we  shall  assume  that  a  signaling  point  code  can  always  be  determined 
by  the  translation  function  at  every  signaling  point. 

^For  otherwise,  intermediate  nodes  would  not  be  required  at  all  in  any  signaling  connection. 
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3.2  Local  Reference  Numbers 


Local  reference  numbers  are  assigned  independently  to  a  connection  section  by  the  sig¬ 
naling  points  at  the  two  ends  of  the  connection  section.  They  are  then  used  by  the  two 
ends  to  identify  the  connection  section.  As  it  will  be  described  in  the  later  sections,  parts 
of  a  message  are  local  reference  numbers.  Their  functions  are  to  prevent  the  initiation 
of  incorrect  procedures  on  a  connection  section  by  one  of  the  end  nodes  due  to  receipt 
of  a  message  (which  may  not  even  come  from  the  other  end  of  that  connection  section), 
Section  3.3  of  Q.714  and  Section  3.3.2  of  Q.714  [Q.700  88]. 

The  node  at  one  end  independently  selects  its  source  local  reference  number  that  will 
be  used  by  the  node  at  the  other  end  as  the  destination  local  reference  number,  Section 
3.1.2  of  Q.714  [Q.700  88].  In  doing  so,  it  is  the  node’s  responsibility  to  ensure  that  the 
selected  number  has  not  been  used  for  assigning  in  a  reasonable  number  of  connections 
immediately  prior  to  the  present  connection. 

As  a  result,  every  connection  section  is  registered  by  the  node  at  each  end  twice:  with  its 
selected  source  local  reference  number  and  with  the  destination  local  reference  number. 
If  the  number  for  registering  a  connection  section  is  selected  by  the  node  itself,  then 
this  number  is  the  node’s  source  local  reference  number  for  the  connection  section.  On 
the  other  hand,  if  the  number  is  not  selected  by  the  node  itself,  then  it  is  the  node’s 
destination  local  reference  number  for  the  connection  section. 

Obviously,  when  the  connection  establishment  is  completed,  the  originating  (respectively 
destination)  node  will  have  one  pair  of  source/destination  local  reference  numbers  for  the 
outgoing  (respectively  incoming)  connection  section.  On  the  hand,  every  intermediate 
node  will  have  two  pair  of  source/destination  local  reference  numbers  catering  for  both 
the  incoming  and  outgoing  connection  sections. 


3.3  Sending  Connection  Request  Messages 


When  a  SCCP  user  at  the  originating  node  requests  the  establishment  of  a  signaling 
connection  to  a  remote  SCCP  user,  it  supplies  the  party  address  of  the  remote  SCCP 
user  [i.e.  the  called  party  address).  Such  details  are  provided  by  the  calling  SCCP  user 
via  the  invocation  of  the  N-CONNECT  REQUEST  primitive.  For  simplicity,  we  do 
not  mention  the  determining  of  protocol  class.  The  detail  can  be  found  in  Section  3. 1.4.1 
of  Q.714  [Q.700  88]. 

The  originating  node  checks  whether  the  resources  are  available.  If  they  are  not,  the 
calling  SCCP  user  is  informed  that  the  attempt  to  set  up  a  signaling  connection  was 
unsuccessful  via  the  N-DISCONNECT  INDICATION  primitive. 
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Outgoing  Connection  Seoion 


Originating  Node 

The  source  local  reference  number  selected  by  the  originating  node  O  for  the 
outgoing  connection  section  is  denoted  by  s(0). 


Figure  1:  Sending  Connection  Request  at  an  Originating  Node 

On  the  other  hand,  if  the  resources  are  available,  the  SCCP  translation  function  at  the 
originating  node  determines  a  signaling  point  code  from  the  called  party  address.  Notice 
that  if  there  is  a  signaling  point  code  given  in  the  called  party  address,  we  can  say  that 
the  translation  function  trivially  determines  the  signaling  point  code  {i.e.  no  translation 
is  required). 

After  a  number  is  selected  and  placed  in  the  source  local  reference  component  and  also 
after  the  calling/called  SCCP  user’s  party  addresses  are  placed  in  the  corresponding  call¬ 
ing/called  party  address  components,  the  Connection  Request  is  sent  to  the  signaling 
point  whose  point  code  is  that  just  determined  by  the  translation  function.  This  is  there¬ 
fore  the  basic  setting  up  of  the  outgoing  connection  section  from  the  originating  node 
to  the  remote  node  determined  by  the  translation  function.  From  then  on,  the  outgoing 
connection  section  is  registered  with  the  selected  source  local  reference  number.  Further¬ 
more,  the  node  is  now  expecting  to  receive  either  a  Connection  Confirm  or  a  Connection 
Refused  message  on  this  registered  outgoing  connection  section  either  before  its  connec¬ 
tion  establishment  timer  expires  or  before  its  calling  SCCP  user  wishes  otherwise.  We 
remark  that  it  is,  generally,  required  that  the  availability  of  the  determined  signaling 
point  should  be  checked  before  the  sending  of  a  Connection  Request  message.  However, 
for  simplicity,  we  shall  assume  that  all  the  signaling  points  in  the  network  are  available. 
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3.4 


Receiving  Connection  Request  Messages  at  an  Intermedi¬ 
ate  Node 


When  a  Connection  Request  message  is  received  at  an  intermediate  node,  its  SCCP 
translation  function  determines  that  the  called  party  address  in  the  message  does  not 
belong  to  a  local  SCCP  user.  Furthermore,  in  doing  so,  a  new  signaling  point  code 
is  generated.  Also,  the  node  may  decide  that  an  association  of  connection  sections  is 
required.  Again,  for  simplicity,  we  ignore  the  possibility  that  the  association  is  not 
required,  or  that  the  protocol  class  should  be  considered. 

The  node  then  selects  a  number.  To  set  up  an  outgoing  connection  section  from  this  node 
to  the  one  determined  by  the  translation,  a  Connection  Request  message  is  constructed 
with  the  selected  number  placed  in  the  source  local  reference  component,  and  with  the 
same  calling  and  called  party  address  components  (i.e.  the  same  addressing  information) 
as  found  in  the  incoming  Connection  Request  message.  This  Connection  Request  message 
is  then  sent  out  to  the  determined  node.  Full  detail  is  contained  in  Section  3. 1.5.1  of 
Q.714  [Q.700  88]. 

Additionally,  the  incoming  connection  is  registered  with  the  number  found  in  the  source 
local  reference  component  of  the  received  Connection  Request  message.  The  number 
becomes  the  destination  local  reference  number  for  the  incoming  connection.  In  addition, 
the  outgoing  connection  section  is  also  registered  with  the  selected  source  local  reference 
number.  Furthermore,  the  node  is  now  expecting  to  receive  either  a  Connection  Confirm 
or  a  Connection  Refused  message  on  this  registered  outgoing  connection  section  before 
the  expiration  of  its  connection  establishment  timer. 


3.5  Receiving  Connection  Request  Messages  at  the  Destina¬ 
tion  Node 


When  a  Connection  Request  message  is  received  at  the  destination  node,  its  SCCP  trans¬ 
lation  function  determines  that  the  called  party  address  in  the  message  is  a  local  SCCP 
user.  Again,  we  assume  that  the  resources  are  available,  and  that  the  determination  of 
protocol  class  is  not  required.  After  the  node  informs  the  SCCP  user  of  a  request  to 
establish  a  connection  via  a  N-CONNECT  INDICATION  primitive,  the  user  will 
invoke  either  a  N-CONNECT  RESPONSE  or  a  N-DISCONNECT  REQUEST 
primitive.  In  the  mean  time,  the  incoming  connection  section  is  registered  with  the  num¬ 
ber  found  in  the  source  local  reference  component  of  the  received  Connection  Request 
message  so  that  the  number  is  referred  as  the  destination  local  reference  number  for  the 
incoming  connection.  The  detail  is  in  Section  3. 1.6.1  of  Q.714  [Q.700  88]. 
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hcoming  Connection  Section 


Outgoing  Connection  Section 


The  number  found  in  the  source  local  reference  component  of  the  incoming 
Connection  Request  message  is  denoted  by  s.  The  soiu*ce  local  reference  num¬ 
ber  selected  by  the  intermediate  node  /  for  the  outgoing  connection  section  is 
denoted  by  s(I). 


Figure  2:  Relaying  Request  of  Connection  at  an  Intermediate  Node 


Figure  3:  Receiving  Connection  Request  at  a  Destination  Node 
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4  Connection  Confirm  Messages 


The  important  components  of  a  Connection  Confirm  message  include  destination  local 
reference  and  source  local  reference,  which  are  both  mandatory,  and  include  the  called 
party  address,  Table  4/Q.713  [Q.700  88]. 


4.1  Sending  Connection  Confirm  Messages 


A  confirmation  of  connection  can  only  be  initiated  at  the  destination  node  of  a  connec¬ 
tion.  It  is  only  required  when  the  SCCP  user  at  the  destination  node  has  invoked  the 
N-CONNECT  RESPONSE  primitive.  Again  the  consideration  of  protocol  class  is 
ignored  for  simplicity.  The  destination  point  selects  a  number  as  its  source  local  refer¬ 
ence  number  for  the  incoming  connection  section.  When  constructing  the  Connection 
Confirm  message, 

•  the  selected  source  local  reference  number  is  placed  in  the  source  local  reference 
component,  and 

•  the  destination  local  reference  number  registered  for  the  incoming  connection  sec¬ 
tion  is  placed  in  the  destination  local  reference  component,  and 

•  the  content  in  the  calling  party  address  component  of  the  incoming  Connection 
Request  message  is  placed  in  the  called  party  component. 

Subsequently,  the  Connection  Confirm  message  is  ready  to  be  sent  on  the  incoming 
connection  section.  From  then  on,  the  node  is  expecting  to  receive  either  a  Data  message 
or  a  Released  message  on  the  registered  incoming  connection  section  before  either  the 
expiration  of  its  inactivity  timer  or  its  called  SCCP  user  wishes  otherwise. 


4.2  Receiving  Connection  Confirm  Messages  at  Intermediate 
Nodes 


When  an  intermediate  node  receives  a  Connection  Confirm  message  before  the  expira¬ 
tion  of  its  connection  establishment  timer  on  its  registered  outgoing  connection  section, 
it  checks  that  the  number  in  the  destination  local  reference  component  of  the  received 
message  matches  its  source  local  reference  number  for  the  outgoing  connection  section. 
If  it  does,  the  node  records  the  number  found  in  the  source  local  reference  component  of 
the  received  message  as  its  destination  local  reference  number  for  the  outgoing  connec¬ 
tion.  Furthermore,  another  number  is  selected  for  assigning  to  the  associated  incoming 
connection  section  as  its  source  local  reference  number  for  the  section. 

A  Connection  Confirm  message  with 
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Figure  4:  Sending  Connection  Confirm  at  a  Destination  Node 

•  the  selected  local  reference  number  placed  in  the  source  local  reference  component, 

•  the  recorded  destination  local  reference  number  for  the  incoming  connection  section 
placed  in  the  destination  local  reference  component, 

•  the  called  party  address  component  of  the  received  Connection  Confirm  message 
transferred  without  changes  to  the  corresponding  called  party  address  component 


is  subsequently  sent  on  the  incoming  connection  section.  From  then  on,  the  node  is 
expecting  to  receive  either  a  Data  or  a  Released  message  on  the  registered  incoming  or 
outgoing  connection  section  before  the  expiration  of  its  inactivity  timer  on  the  incoming 
connection  section  or  the  expiration  of  its  inactivity  timer  on  the  outgoing  connection 
section. 


4.3  Receiving  Connection  Confirm  Messages  at  the  Originat¬ 
ing  Node 


When  the  originating  node  receives  a  Connection  Confirm  message,  it  checks  that  the 
number  in  the  destination  local  reference  component  of  the  received  message  marches 
its  source  local  reference  number  for  the  outgoing  connection  section.  If  it  does,  it  is  a 
genuine  reply  to  the  connection  request  that  it  earlier  made  on  the  outgoing  connection. 
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Incoming  Connedion  Section  Outgoing  Connection  Section 


The  number  s{I)  has  been  selected  by  the  intermediate  node  I  for  the  outgoing 
connection  section  earlier  and  it  matches  the  number  found  in  the  destination 
local  reference  component  of  the  receiving  Connection  Confirm  message.  The 
source  local  reference  number  selected  by  /  for  the  incoming  connection  section 
is  denoted  by  S{I). 


Figure  5:  Relaying  Confirmation  of  Connection  at  an  Intermediate  Node 

As  a  result  the  connection  establishment  between  the  originating  and  destination  node 
is  completed.  Unless  either 

•  the  calling  SCCP  user  at  the  originating  node  has  since  wished  or  wishes  otherwise, 
or 

•  the  connection  establishment  timer  on  the  incoming  connection  section  has  expired, 

data  of  the  calling  user  can  now  be  placed  in  a  Data  message  together  with  the  necessary 
source  and  destination  local  reference  numbers.  Subsequently,  the  Data  message  is  sent 
on  the  outgoing  connection  section.  From  then  on,  the  node  is  expecting  to  receive  either 
a  Data  message  or  a  Released  message  on  the  registered  outgoing  connection  section 
before  the  expiration  of  its  inactivity  timer  on  the  outgoing  connection  section. 


5  Connection  Refused  Messages 


The  purpose  of  sending  a  Connection  Refused  message  is  to  indicate  to  the  calling  SCCP 
user  that  the  attempt  to  set  up  a  signaling  connection  was  unsuccessful.  The  only  impor¬ 
tant  component  of  a  Connection  Refused  message  is  the  destination  local  reference  which 
is  mandatory.  Table  5/Q.713  [Q.700  88]. 
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Outgoing  Qinneaion  Section 


Oncitvitii^g  No'ic 

The  number  5(0)  has  been  selected  by  the  originating  node  O  for  the  outgoing 
connection  section  earlier  and  it  matches  the  number  found  in  the  destination 
local  reference  component  of  the  receiving  Connection  Confirm  message.  Fur¬ 
thermore,  the  number  d  found  in  the  source  local  reference  component  becomes 
O’s  destination  local  reference  number  for  the  outgoing  connection. 


Figure  6:  Receiving  Connection  Confirm  at  an  Originating  Node 

5.1  Sending  Connection  Refused  Messages 


When  a  Connection  Request  message  for  an  incoming  connection  section  is  received  by 
an  intermediate  or  a  destination  node,  a  refusal  may  be  initiated. 

For  instance,  an  intermediate  node  may  refuse  the  establishment  due 

•  to  the  lack  of  resources,  or 

•  to  the  failure  of  the  translation  of  the  global  title  found  in  the  received  Connection 
Request  message,  or 

•  to  the  unavailability  of  the  signaling  point  determined  by  the  translation  of  the 
global  title. 

On  the  other  hand,  the  destination  node  may  also  refuse  the  establishment  due  to  the  lack 
of  resources,  or  to  the  invocation  of  a  N-DISCONNECT  REQUEST  primitive  by  the 
called  SCCP  user.  In  addition,  an  intermediate  node  also  sends  out  a  Connection  Refused 
message  on  the  incoming  connection  section  if  the  outgoing  connection  establishment 
timer  expires. 

Finally,  if  a  Connection  Refused  message  is  received  at  an  intermediate  node  before  the 
expiration  of  the  outgoing  connection  establishment  timer,  it  checks  that  the  number  in 
the  destination  local  reference  component  matches  its  source  local  reference  number  for 
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Figure  7:  Sending  Connection  Refused  at  a  Destination  or  an  Intermediate  Node 

the  outgoing  connection  section.  If  it  does,  it  is  a  genuine  reply  to  the  connection  request 
that  it  earlier  made  on  the  outgoing  connection  section.  In  this  case,  the  intermediate 
node  is  forced  to  refuse  the  connection  request  received  earlier  on  the  incoming  connection 
section.  For  an  intermediate  or  the  destination  node  to  construct  a  Connection  Refused 
message  as  a  reply  to  the  received  Connection  Request  message,  the  number  found  in  the 
source  local  reference  component  of  the  received  Connection  Request  message  is  placed  in 
the  destination  source  local  reference  component.  Subsequently,  the  Connection  Refused 
message  is  sent  on  the  incoming  connection  section.  After  that,  the  resources  associated 
with  the  incoming  connection  section  are  released  and  no  further  messages  are  sent  or 
received  on  that  section. 


5.2  Receiving  Connection  Refused  Messages  at  the  Originat¬ 
ing  Node 


When  the  originating  node  receives  a  Connection  Refused  message  before  either  its  con¬ 
nection  establishment  timer  expires  or  its  calling  SCCP  user  wishes  otherwise,  it  checks 
that  the  number  in  the  destination  local  reference  component  of  the  received  messages 
marches  its  source  local  reference  number  for  the  outgoing  connection  section.  If  it  does, 
it  is  a  genuine  reply  to  the  connection  request  that  it  earlier  made  on  the  outgoing  con¬ 
nection.  As  a  result,  the  calling  SCCP  user  is  informed  about  the  unsuccessful  attempt 
to  set  up  a  connection  with  the  called  SCCP  user  by  invoking  the  N-DISCONNECT 
INDICATION  primitive.  After  that,  no  further  messages  are  sent  and  the  resources 
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Irxoming  Comecijon  Section  OUgoIng  Cbrriecijon  Section 


The  number  s{I)  has  been  selected  by  the  intermediate  node  /  for  the  outgoing 
connection  section  earher  and  it  matches  the  number  found  in  the  destination 
local  reference  component  of  the  receiving  Connection  Refused  message.  Fur¬ 
thermore,  the  number  s  found  in  the  source  local  reference  component  of  the 
Connection  Request  message  received  earlier  from  the  incoming  connection  sec¬ 
tion  is  returned  to  the  sender.  It  is  placed  in  the  destination  local  reference 
component  of  the  Connection  Refused  message. 


Figure  8;  Relaying  Refusal  of  Connection  at  an  Intermediate  Node 
associated  with  the  outgoing  connection  are  released. 


5.2.1  Expiration  of  the  Outgoing  Connection  Establishment  Timer  at  the 
Originating  Node 


Regardless  whether  a  Connection  Confirm  or  a  Connection  Refused  message  is  received 
or  not,  as  soon  as  the  originating  node’s  connection  establishment  timer  on  the  outgoing 
connection  section  expires,  the  node  informs  the  calling  SCCP  user  about  the  unsuc¬ 
cessful  attempt  to  set  up  a  connection  with  the  called  SCCP  user  by  invoking  the  N- 
DISCONNECT  INDICATION  primitive.  Moreover,  the  resources  associated  with 
the  connection  section  are  released. 


6  Released  and  Release  Complete  Messages 


A  signaling  connection  between  two  users  of  SCCP  can  be  released.  Two  types  of  messages 
are  required  to  initiate  and  complete  the  releasing  of  a  connection,  namely  Released 
and  Release  Complete.  Unlike  the  case  of  the  Connection  Refused  messages,  which  are 
exclusively  used  during  the  connection  establishment  phase.  In  the  case  of  the  Released 
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Outgoing  Connection  Section 


The  number  5(0)  has  been  selected  by  the  originating  node  O  for  the  outgoing 
connection  section  earlier  and  it  matches  the  number  found  in  the  destination 
local  reference  component  of  the  receiving  Connection  Refused  message. 


Figure  9:  Receiving  Connection  Refused  at  an  Originating  Node 

and  Release  Complete  messages,  they  are  used  when  the  connection  between  two  users 
is  established.  However,  there  is  also  one  instance,  which  is  described  in  the  protocol  of 
Q.714  [Q.700  88],  where  a  Released  message  is  sent  out  in  conjunction  with  the  sending 
of  a  Connection  Refused  message  by  an  intermediate  node,  although  to  different  nodes. 
The  Connection  Refused  message  is  sent  to  the  other  end  of  the  incoming  connection 
section  while  the  Released  message  is  sent  to  the  other  end  of  the  outgoing  connection 
section.  What  leads  to  this  particular  instance  is  the  expiration  of  the  outgoing  connection 
establishment  timer  at  the  intermediate  node.  We  shall  discuss  this  scenario  in  greater 
detail  in  the  later  subsections. 

The  important  components  of  a  Released  message  include  destination  and  source  local 
reference  which  are  both  mandatory.  Table  6/Q.713  [Q.700  88].  Similarly,  a  Release  Com¬ 
plete  message  also  contains  destination  and  source  local  reference  components  mandato- 
rily.  Table  7/Q.714  [Q.700  88]. 

6.1  Sending  Released  Messages  After  Establishment  of  Con¬ 
nection 


The  release  of  an  established  connection  can  be  initiated  at  any  node  in  the  connection. 
Notice  that  in  an  established  connection,  a  Connection  Confirm  message  must  have  been 
sent  by  the  destination  end  of  every  connection  section  in  the  connection  and  must  have 
subsequently  been  received  by  the  originating  end  of  the  connection  section.  Conse- 
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Outgoing  Connection  Seoion 


Oricin^tinq  Node 

The  numbers  s(0)  and  d  are  respectively  the  source  and  destination  local  ref¬ 
erence  numbers  of  the  originating  node  O  for  the  outgoing  connection  section. 
On  one  hand,  s(0)  was  selected  by  O  earlier.  On  the  other,  d  is  obtained  from 
the  Connection  Confirm  message  received  earlier.  They  must  be  placed  in  any 
subsequent  message  generated  by  O. 


Figure  10:  Sending  Released  at  an  Originating  Node 

quently,  each  end  node  of  every  connection  section  must  have  recorded  its  source  and 
destination  local  reference  numbers  of  the  connection  section. 

The  cause-list  for  releasing  a  connection  section  is  given  as  follows. 

When  the  calling/called  SCCP  user  at  the  originating/destination  node  wishes  to  discon¬ 
nect  the  present  connection,  the  node  is  informed  via  N-DISCONNECT  REQUEST 
primitive  Subsequently,  the  release  of  the  outgoing/incoming  connection  section  fol¬ 
lows. 

On  the  other  hand,  a  node  in  the  connection  (including  the  originating  or  destination) 
may  also  wish  to  release  the  connection  due  to  a  failure  to  maintain  a  connection  section 
or  to  the  expiration  of  the  receive  inactivity  control  timer  on  a  connection  section. 

In  the  case  of  the  originating  node,  the  failure  or  the  expiration  of  the  receive  inactivity 
timer  may  occur  on  the  outgoing  connection  section.  Releasing  the  connection  section 
subsequently  follows.  In  the  case  of  the  destination  node,  the  failure  or  the  expiration  of 
the  receive  inactivity  timer  may  occur  on  the  incoming  connection  section;  and  similarly 
it  is  followed  by  the  release  of  the  connection  section.  In  the  case  of  an  intermediate  node, 
the  failure  or  the  expiration  of  the  timer  may  occur  on  either  the  incoming  or  the  outgoing 
connection  section.  Both  connection  sections  will  subsequently  be  released.  Finally,  if 

^We  remark  that  the  originating  node  may  have  already  been  informed  by  its  calling  SCCP  user 
before  the  arrival  of  the  Connection  Confirm  message  at  the  node. 
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Figure  11:  Sending  Released  at  a  Destination  Node 

an  intermediate  node  receives  a  Released  message  associated  with  a  connection  section 
(he.  the  numbers  found  in  the  source  and  destination  local  reference  components  match 
the  node’s  destination  and  source  local  reference  numbers  for  the  connection  section 
respectively),  then  the  release  of  the  other  connection  section  is  also  followed.  This 
scenario  will  further  be  discussed  in  Section  6.3.4. 

To  construct  a  Released  message  for  a  connection  section,  a  node  is  required  to  place 
its  destination  and  source  local  reference  numbers  of  the  connection  section  into  the 
respective  destination  and  source  local  reference  components.  Subsequently,  the  message 
is  ready  to  be  sent  on  the  connection  section.  From  then  on,  unless  there  is  an  internal 
error,  it  is  expecting  to  receive  either  a  Released  or  a  Release  Complete  message  on  the 
connection  section. 


6.2  Sending  Released  Messages  in  Conjunction  with  Sending 
of  Connection  Refused  Messages  by  Intermediate  Nodes 


As  mentioned  in  Section  5.1,  an  intermediate  node  sends  out  a  Connection  Refused  mes¬ 
sage  on  the  incoming  connection  section  if  the  outgoing  connection  establishment  timer 
expires.  In  this  case,  the  intermediate  node  is  required  to  send  a  Released  message  on 
the  outgoing  connection  section  in  order  to  release  that  connection  section.  Section  3.2.1 
of  Q.714  [Q.700  88].  However,  it  is  important  to  note  that  no  message  {Connection  Con- 
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Incoming  Connection  Section  Outgoing  Connection  Section 


The  numbers  S(I)  and  5  are  respectively  the  source  and  destination  local  refer¬ 
ence  numbers  of  the  intermediate  node  I  for  the  incoming  coimection  section. 
On  one  hand,  S{I)  was  selected  by  I  earlier.  On  the  other,  s  is  obtained  from 
the  Connection  Request  message  received  earlier.  They  must  be  placed  in  any 
subsequent  message  generated  by  I  for  sending  on  the  incoming  connection 
section. 

The  numbers  s(/)  and  d  are  respectively  the  source  and  destination  local  refer¬ 
ence  numbers  of  the  intermediate  node  I  for  the  outgoing  connection  section. 
On  one  hand,  s(I)  was  selected  by  /  earlier.  On  the  other,  d  is  obtained  from 
the  Connection  Confirm  message  received  earlier.  They  must  be  placed  in  any 
subsequent  message  generated  by  I  for  sending  on  the  outgoing  connection 
section. 


Figure  12:  Sending  Released  at  an  Intermediate  Node 
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incoming  Connection  Sectiori 


Outgoing  Connection  Section 


I 

Intermediate  Node 


The  numbers  s([)  is  the  source  local  reference  number  of  the  intermediate  node 
I  for  the  incoming  connection  section.  It  was  selected  by  I  earlier.  Because  a 
Connection  Confirm  message  has  not  yet  been  received,  the  Released  message 
can  only  contcun  the  source  local  reference  number  5(/). 


Figure  13:  Sending  Released  in  Conjunction  with  the  Sending  of  Connection  Refused  at 
an  Intermediate  Node 

firm  or  Refused)  has  yet  been  received  from  this  outgoing  connection  section.  Hence, 
the  intermediate  node  has  not  been  able  to  record  the  destination  local  reference  num¬ 
ber  of  this  outgoing  connection  section.  Consequently,  when  the  Released  message  for 
sending  on  the  outgoing  connection  section  is  constructed,  the  destination  local  reference 
component  of  the  message  can  not  be  filled.  Although  the  destination  local  reference  is 
one  of  the  mandatory  components  according  to  Table  6/Q.713  [Q.700  88],  it  follows  from 
Section  3.1.2  of  Q.714  [Q.700  88]  that  this  particular  mandatory  requirement  is  only  a 
conditional  one.  We  quote  the  following  from  Section  3.1.2  of  Q.714  [Q.700  88]  : 


“Once  the  destination  local  reference  number  is  known,  it  is  a  mandatory  field  for  all 
messages  transferred  on  that  connection  section." 


In  other  words,  the  Released  message  constructed  without  the  destination  local  reference 
component  during  the  connection  establishment  is  still  valid.  This  Released  message 
would  contain  only  the  intermediate  node’s  source  local  reference  number  of  the  outgo¬ 
ing  connection  section  which  is  being  released.  After  it  has  been  sent  on  the  outgoing 
connection  section,  unless  there  is  an  internal  error,  the  intermediate  node  is  expecting 
to  receive  either  a  Released  or  a  Release  Complete  message  from  the  outgoing  connection 
section.  However,  one  of  the  messages  that  the  node  is  not  expecting  is  a  Connection 
Refused  message.  In  the  following  subsections,  the  subsequent  actions  of  the  nodes  after 
the  arrival  of  a  Released  or  Release  Complete  message  are  described. 
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6.3  Receiving  Released  Messages 


When  a  node  (including  originating,  intermediate  and  destination)  in  a  connection  re¬ 
ceives  a  Released  message,  it  needs  to  check  if  the  message  relates  to  any  of  its  current 
connection  sections  (i.e.  if  the  message  indicates  the  release  of  one  of  its  current  connec¬ 
tion  sections  by  the  node  at  the  other  end). 


6.3.1  Validity  of  Released  Messages  Coming  from  the  Outgoing  Connection 
Section 

It  is  important  to  note  that  for  the  originating  and  intermediate  nodes,  each  of  them  has 
previously  received  a  Connection  Confirm  message  from  its  outgoing  connection  section. 
As  a  Connection  Confirm  message  includes  both  source  and  destination  local  reference 
components  mandatorily,  each  of  the  nodes  can  conclude  that  the  node  at  the  other  end  of 
the  outgoing  connection  section  must  have  known  the  destination  local  reference  number 
for  the  connection  section.  As  a  result,  each  of  the  nodes  can  not  accept  a  Released 
message  coming  from  its  outgoing  connection  section  to  be  valid  if  the  message  contains 
empty  destination  local  reference  component. 


6.3.2  Validity  of  Released  Messages  Coming  from  the  Incoming  Connection 
Section 

On  the  other  hand,  the  same  can  not  be  said  for  the  intermediate  and  destination  nodes 
when  they  receive  a  Released  message  from  their  respective  incoming  connection  sections. 
If  a  message  is  received  for  the  first  time  from  the  incoming  connection  section  by  a  node 
after  it  has  sent  a  Connection  Confirm  message,  and  also  this  message  is  a  Released 
message,  then  the  node  has  to  accept  this  Released  message  to  be  valid  even  if  the 
destination  local  reference  component  may  be  empty.  It  is  not  possible  for  the  node 
to  conclude  that  the  node  at  the  other  end  of  the  incoming  connection  section  had 
received  the  Connection  Confirm  message  from  the  node  before  the  Released  message 
was  sent  However,  if  some  Data  message  has  since  been  received  from  the  incoming 
connection  section  after  the  sending  of  the  Connection  Confirm  message,  then  the  node 
only  accepts  a  subsequent  Released  message  to  be  valid  if  both  local  reference  components 
of  the  message  are  non-empty.  The  reason  is  that  a  Data  message  can  only  be  sent  if  a 
Connection  Confirm  message  is  received  by  the  node  at  the  other  end  of  the  incoming 
connection  section. 

^For  example,  the  connection  establishment  timer  at  the  other  end  of  the  connection  section  may 
have  expired  and  subsequently  sends  a  Released  message  before  the  arrival  of  the  Connection  Confirm 
message. 
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Figure  14:  Receiving  Released  at  an  Originating  Node 

6.3.3  Actions  by  the  Originating  or  Destination  Node 

In  the  case  of  the  originating  or  destination  node,  there  is  only  one  connection  section;  it 
is  outgoing  in  the  case  of  originating  node  while  it  is  incoming  in  the  case  of  destination 
node.  The  node  checks  that  the  numbers  in  the  source  and  destination  (if  it  exists) 
local  reference  component  match  its  destination  and  source  local  reference  numbers  for 
the  connection  section  respectively.  If  they  match,  the  message  is  therefore  a  Released 
message  coming  from  the  node  at  the  other  end  of  the  connection  section.  If  the  node 
itself  has  not  initiated  a  release  on  the  connection  section,  it  informs  its  SCCP  user 
via  N-DISCONNECT  INDICATION  primitive,  and  it  also  replies  to  the  Released 
message  by  sending  a  Release  Complete  message  containing  its  source  and  destination 
local  reference  numbers  of  the  connection  section.  After  that,  the  resources  associated 
with  the  connection  section  are  released.  However,  if  the  node  itself  has  already  initiated 
a  release  on  the  connection  section,  no  further  message  will  be  sent  and  the  resources 
associated  with  the  connection  section  are  released. 


6.3.4  Actions  by  the  Intermediate  Nodes 

In  the  case  of  an  intermediate  node,  there  are  the  two  associated  connection  sections, 
namely  the  incoming  and  outgoing  connection  sections.  The  node  checks  that  the  num¬ 
bers  in  the  source  and  destination  (if  it  exists)  local  reference  components  match  its 
destination  and  source  local  reference  numbers  for  either  one  of  the  two  connection  sec- 
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Figure  15:  Receiving  Released  at  a  Destination  Node 

tions.  Note  that  even  through  the  node’s  destination  local  reference  numbers  for  the 
incoming  connection  section  and  for  the  outgoing  connection  section  may  be  the  same 
the  node’s  source  local  reference  numbers  for  the  two  connection  sections  must  be  dif¬ 
ferent  because  of  the  way  they  are  selected  by  the  node.  Hence,  the  numbers  in  the 
source  and  destination  (if  it  exists)  local  reference  components  match  its  destination  and 
source  local  reference  numbers  for  at  most  one  connection  section.  Furthermore,  if  the 
destination  local  reference  component  does  not  exist,  then  it  cannot  be  a  valid  Released 
message  coming  from  the  outgoing  connection  section. 

Suppose  that  they  match  the  node’s  destination  and  source  local  reference  numbers  for 
one  connection  section.  The  message  is  therefore  a  Released  message  coming  from  the 
node  at  the  other  end  of  the  connection  section.  If  the  node  itself  has  not  initiated  a 
release  on  the  connection  section,  then  it  has  also  not  initiated  a  release  on  the  associ¬ 
ated  connection  section.  It  firstly  replies  to  the  Released  message  by  sending  a  Release 
Complete  message  containing  its  source  and  destination  local  reference  numbers  of  the 
connection  section  before  the  resources  associated  with  the  connection  section  are  re¬ 
leased.  Secondly,  the  node  is  required  to  construct  a  Released  message  containing  its 
source  and  destination  local  reference  numbers  for  the  associated  connection  section. 
Subsequently,  the  message  is  sent  on  the  associated  connection  section. 

For  the  remaining  possibility:  the  node  has  already  initiated  a  release  on  the  connec¬ 
tion  section,  it  follows  that  it  has  also  initiated  a  release  on  the  associated  connection 

^They  are  respectively  generated  independently  by  the  node  at  the  other  end  of  its  incoming  connec¬ 
tion  section  and  the  node  at  the  other  end  of  its  outgoing  connection  section. 
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section.  In  this  case,  no  further  message  will  be  sent  on  either  connection  section  and 
the  resources  associated  with  the  connection  section  (he.  the  one  on  which  the  Released 
message  is  received)  are  released.  Notice  that  the  resources  associated  with  the  associated 
connection  section  may  or  may  not  have  been  released.  If  they  have  not  been  released, 
the  node  should  still  maintain  them  until  a  Released  or  a  Release  Complete  message  on 
that  connection  section  is  received. 


6.4  Receiving  Release  Complete  Messages 

When  a  node  (including  originating,  intermediate  and  destination)  in  a  connection  re¬ 
ceives  a  Release  Complete  message,  it  needs  to  check  if  the  message  concerns  with  any  of 
its  connection  sections  where  the  release  has  previously  been  initiated  by  itself. 

In  other  words,  it  examines  the  received  Release  Complete  message  by  matching  respec¬ 
tively  the  numbers  found  in  the  destination  and  source  local  reference  components  with 
its  source  and  destination  (if  it  exists)  local  reference  numbers  of  a  connection  section 
where  the  release  has  previously  been  initiated  by  itself.  If  the  numbers  match,  then 
it  is  a  genuine  reply  to  the  Released  message  it  has  earlier  sent  out  on  the  connection 
section.  Subsequently,  no  further  message  will  be  sent  and  the  resources  associated  with 
the  connection  section  are  released. 

On  the  other  hand,  if  the  numbers  do  not  match,  the  node  understands  that  the  received 
message  does  not  concern  with  any  of  its  current  connection  sections.  In  this  case,  the 
received  message  is  simply  ignored. 
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Incoming  Connecajon  Sectfon  Outgoing  Connection  Section 


Intermediate  Node 


<  * 

■  ■ 


Intermediate  Node 


Outgoir>g  Connection  Section 


K  the  intermediate  node  I  has  not  previously  initiated  the  release  of  both 
associated  connection  sections  before  the  arrival  of  the  Released  message,  then 
it  is  required  to 

•  send  a  Release  Complete  message  on  the  connection  section  where  the 
Released  message  arrived, 

•  send  a  Released  message  on  the  other  connection  section. 


Figure  16;  Receiving  Released  at  an  Intermediate  Node 
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Outgoing  Connection  Secdon 


Origirvidi'ig  Of 
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Intermecfiate  or 
Destination  Node 


When  a  node  X  receives  a  Release  Complete  message  on  a  connection  section, 
it  is  required  to  check  that  the  numbers  found  in  the  source  and  destination 
local  reference  components  match  its  destination  and  source  local  reference 
numbers  for  that  connection  section  respectively. 


Figure  17:  Receiving  Release  Complete  at  a  Node 
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7  Initiating  the  Release  of  a  Connection  by  a  Node 
not  in  the  Connection 


In  this  section,  we  shall  use  the  description  of  the  behaviour  of  the  nodes  in  the  estab¬ 
lishment  and  release  phases  of  a  connection  given  in  the  last  sections  to  demonstrate 
a  scenario  where  the  connection  between  the  originating  and  destination  nodes  may  be 
released  by  a  node  which  is  not  in  the  connection.  Furthermore,  it  cannot  be  detected  by 
any  node  in  the  connection.  Every  node  in  the  connection  would  believe  that  the  node 
at  the  other  end  of  one  of  its  connection  sections  has  initiated  the  release  and  not  the 
off-line  node. 


7.1  A  Connection 


We  let  C  be  a  connection  consisting  of  three  nodes  B  and  C  where  A,  B  and  C 
are  the  originating,  intermediate  and  destination  nodes  respectively.  In  the  following,  we 
shall  assume  that  the  calling  SCCP  user  at  A  informs  A  the  global  title  of  the  called  SCCP 
user  located  at  C  when  it  makes  its  connection  establishment  request  to  .4.  Furthermore, 
B  is  the  node  that  is  determined  from  the  global  title  by  the  translation  function  at  A.  In 
addition,  C  can  be  determined  from  the  global  title  also  by  the  the  translation  function 
at  B. 


7.2  Making  the  Connection  Establishment  Request 


The  originating  node  A  begins  the  establishment  of  C  by  sending  a  Connection  Request 
message  with  its  selected  source  local  reference  number  s(A)  as  in  Figure  1. 

As  described  in  Figure  2,  when  B  receives  the  Connection  Request,  which  requires  relay¬ 
ing,  from  A  on  its  incoming  connection  section,  it  associates  the  connection  section  with 
the  number  5(A)  found  in  the  Connection  Request.  In  other  words,  s(A)  becomes  B's 
destination  local  reference  number  of  the  incoming  connection  section.  In  addition,  it  se¬ 
lects  its  own  source  local  reference  s(B)  for  the  outgoing  connection  section  and  includes 
it  in  a  Connection  Request  for  sending  on  the  outgoing  connection  section.  Subsequently, 
it  starts  its  connection  establishment  timer  on  the  outgoing  connection  and  waits  for  the 
arrival  of  either  a  Connection  Confirm  or  a  Connection  Refused  message. 

After  a  Connection  Request  message  has  arrived  at  the  destination  node  C,  Figure  3, 
either  it  refuses  the  establishment  of  C  by  sending  a  Connection  Refused  message  or  it 
confirms  the  establishment  of  C  by  sending  a  Connection  Refused  message. 

®In  fact,  A  and  B  may  also  be  intermediate  nodes. 
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7.3  Refusing  the  Request 


We  shall  assume  that  C  takes  up  the  option  of  refusing  C.  Hence  C  sends  out  a  Connec¬ 
tion  Refused  message  as  described  in  Figure  7.  After  that,  C  is  free  to  receive  another 
Connection  Request  message,  if  any,  again. 

In  the  CCITT  Q.700  series  [Q.700  88],  there  is  no  mention  how  long  a  destination  node 
is  allowed  to  decide  what  type  of  messages  it  should  send  out  after  the  arrival  of  a 
Connection  Request  message.  In  addition,  the  maximum  time-out  limit  of  a  connection 
establishment  timer  at  an  intermediate  node  is  not  given  neither.  As  a  result,  it  is 
possible  that  i?’s  connection  establishment  timer  on  the  outgoing  connection  has  expired 
before  the  arrival  of  the  Connection  Refused  message  sent  by  C .  In  this  case,  according 
to  Figure  13,  B  sends  a  Connection  Refused  message  with  its  destination  local  reference 
number  of  the  incoming  connection  section,  namely  s(A),  on  the  incoming  connection 
section.  At  the  same  time,  B  also  sends  a  Released  message  on  the  outgoing  connection 
section  to  C.  It  is  important  to  note  that  only  the  source  local  reference  number  of  the 
outgoing  connection  section,  namely  s{B),  is  included  in  this  message.  Let  us  denote  this 
message  by  Released{s{B)). 


7.4  Establishment  of  Another  Connection 

As  mentioned  in  the  last  subsection,  the  node  C  is  ready  to  receive  another  Connection 
Request  message  after  refusing  the  connection  establishment  requested  by  B. 

We  suppose  that  C  is  another  connection  including  a  node  E  and  C  as  consecutive  nodes. 
In  other  words,  E  and  C  are  the  end  nodes  of  a  connection  section  of  C  and  E  sends  a 
Connection  Request  message  with  its  selected  source  local  reference  number  s{E)  on  this 
connection  section  to  C.  We  suppose  that  C  receives  this  Connection  Request  message 
from  E  right  after  it  has  refused  the  request  from  B.  Notice  that  C  may  either  be  an 
intermediate  or  a  destination  node  in  the  connection  C  as  a  connection  consists  of  one 
or  more  connection  sections.  In  either  case,  it  is  possible,  as  indicated  by  Figure  4  or 
Figure  5,  for  C  to  reply  positively  to  the  connection  request  from  E;  i.e.  C  sends  out  a 
Connection  Confirm  message  with  its  selected  source  local  reference  number  S{C)  and 
also  with  s{E)  (its  destination  local  reference  number).  This  message  is  sent  on  the 
incoming  connection  section  to  E. 
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7.5  Arrival  of  a  Released  Message  Concerning  a  Previous  Con¬ 
nection  Section 


At  this  moment,  the  message  Released{s{B))  can  in  fact  arrive  at  C;  and  we  assume  that  it 
is  indeed  the  first  one  to  do  so  after  the  sending  of  the  Connection  Confirm  message.  The 
node  C  checks  this  message  and  discovers  that  it  contains  only  the  source  local  reference 
but  not  the  destination  local  reference  component.  Since  C  did  not  receive  any  other 
message  between  the  departure  of  its  Connection  Confirm  message  and  the  arrival  of  the 
Released  message,  the  arrived  Released  message  can  still  be  valid  even  if  it  contains  only 
the  source  local  reference  but  not  the  destination  local  reference  component,  Figure  15 
or  Figure  16.  Consequently,  matching  the  number  found  in  the  source  local  reference 
component  of  the  received  message  against  the  number  s{E),  which  has  been  found  in 
the  same  component  of  the  Connection  Request  message  received  earlier  for  the  present 
incoming  connection  section  and  which  has  been  associated  with  the  present  incoming 
connection  section,  is  the  only  way  to  validate  if  this  received  Released  message  concerns 
with  the  present  incoming  connection  section. 
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7.6  Coincidence  of  Two  Destination  Local  Reference  Numbers 


However,  both  numbers  s{E)  and  s[B)  are  not  selected  by  the  node  C  itself.  The  number 
s{E)  was  selected  independently  by  E  while  s(B)  was  selected  independently  by  B. 
Hence,  it  is  possible  that  they  can  be  identical. 


7.7  Validation  of  the  Released  Message  and  Subsequent  Com¬ 
pletion  of  Releasing  of  the  Connection  Section 

If  the  above  two  numbers  s{E)  and  s{B)  are  identical,  the  node  C  would  therefore 
conclude  that  the  message  Released(s{B))  is  valid  and  also  that  it  concerns  with  the 
present  incoming  connection  section,  with  which  the  number  s{E)  is  associated. 

Consequently,  it  sends  out  a  Release  Complete  message  with  the  numbers  s{E)  and 
S{C)  placed  in  the  destination  and  source  local  reference  components  respectively  on 
the  incoming  connection  section  before  releasing  the  resources;  furthermore,  if  there  is 
an  associated  connection  section,  it  also  initiates  the  release  on  that  connection  section, 
Figure  17. 


7.8  Completion  of  Releasing  at  the  Other  Nodes 


After  describing  the  release  of  the  connection  section(s)  at  C,  it  remains  to  consider  the 
possible  behaviour  at  the  nodes  E  and  B. 


7.8,1  Behaviour  at  E 


Firstly,  there  are  a  number  of  scenarios  that  may  occur  at  E.  We  recall  that  C  has  previ¬ 
ously  sent  out  a  Connection  Confirm  message  on  the  connection  section  which  connects 
E  and  C .  The  following  figures:  Figures  12,  13  and  16  are  all  applicable  to  the  node  E. 
In  each  case,  a  Released  message  with  destination  local  reference  number  S{C)  and  source 
local  reference  number  s{E)  is  sent  by  E  on  the  connection  section  which  connects  E 
and  C.  Furthermore,  it  subsequently  waits  for  the  arrival  of  a  Release  Complete  message 
with  destination  local  reference  number  s{E)  and  source  local  reference  number  S{C). 
However,  as  mentioned  in  the  last  subsection,  C  has  already  sent  out  such  a  message. 


31 


7.8.2  Behaviour  at  B 


Finally,  we  consider  the  behaviour  of  B.  As  described  in  Subsection  7.3  above,  B  has 
sent  out  the  message  Released(s{B))  and  has  since  waited  for  a  Release  Complete  mes¬ 
sage.  Unfortunately,  such  a  message  would  never  arrive  since  its  generator  (i.e.  C)  has 
already  refused  the  connection  section  which  connects  B  and  C  from  the  assumption  in 
Subsection  7.3.  As  a  result,  B's  release  timer  on  the  outgoing  connection  section  will 
eventually  expire.  The  node  B  will  therefore  inform  the  maintenance  function,  Section 
3. 3. 4. 2  of  Q.714  [Q.700  88].  However,  this  maintenance  function  is  subjected  for  further 
study  as  mentioned  in  Q.714  [Q.700  88].  Nevertheless,  as  a  minimal  requirement  of  the 
maintenance  function  we  would  expect  that  B  would  be  informed  about  the  U’s  refusal  of 
the  connection  section  so  that  it  is  allowed  to  complete  its  own  release  of  all  the  resources 
of  the  connection  section. 

This  therefore  completes  our  description  of  the  scenario  where  a  connection  is  released 
by  a  node  not  belonging  to  the  connection. 


Remark  7.1  (Assumed  Capability  of  the  Undefined  Maintenance  Function) 

We  remark  that  it  is  not  enough  for  the  maintenance  function  to  just  monitor  C’s  current 
source  and  destination  local  reference  numbers  for  C’s  incoming  connection  section  and 
match  them  to  5’s  current  destination  and  source  local  reference  numbers  for  B's  outgo¬ 
ing  connection  section.  The  reason  is  mainly  due  to  the  absence  of  B's  destination  local 
reference  number  for  its  outgoing  connection  section.  To  uniquely  identify  a  connection 
section,  both  local  and  source  reference  numbers  are  required  to  be  present. 

Consequently,  an  audit  trail  on  the  history  of  the  messages  departing  from  C  is  required 
and  it  may  not  be  too  practical. 


8  Possible  Improvement 


We  begin  the  discussion  of  a  possible  improvement  of  the  SCCP  connection-oriented 
protocol  by  describing  the  following  observations. 

In  the  first  observation,  the  behaviour  of  an  originating  node  with  an  expired  outgoing 
connection  establishment  timer  is  described. 


Observation  8.1 

In  this  observation,  we  shall  reason  why  the  scenario  in  the  last  section  (Section  7)  would 
not  occur  if  the  connection  C  consists  of  only  two  nodes,  namely  B  and  (7,  rather  than 
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three  nodes  as  stated  in  Section  7.  In  other  words,  we  assryne  that  B  is  the  originating 
node  and  C  is  the  destination  node  in  C  which  consists  of  the  single  connection  section. 

In  this  case,  when  B's  outgoing  connection  establishment  timer  expires,  it  does  not 
initiate  the  release  of  the  connection  section  by  sending  a  Released  message  as  in  the  case 
described  in  Section  7,  but  it  simply  releases  all  the  resources  of  the  connection  section 
and  informs  its  calling  SCCP  user. 

Consequently,  after  refusing  the  request  of  connection  from  B  and  accepting  the  request 
of  connection  from  it  is  not  possible  that  C  would  receive  a  Released  message  which 
theoretically  concerns  with  one  of  its  previous  incoming  connection  sections  but  may 
practically  be  confused  as  one  concerning  with  the  current  incoming  connection  section. 


In  the  second  observation,  we  describe  the  behaviour  of  an  intermediate  or  a  destination 
node  after  it  sends  out  or  relays  a  Connection  Confirm  message  on  the  incoming  con¬ 
nection  section  and  subsequently  waits  for  a  non-existing  message  from  that  connection 
section. 


Observation  8.2 

Let  us  now  consider  the  behaviour  of  C  in  the  case  where  it  accepts  the  request  of  con¬ 
nection  from  B  but  its  Connection  Confirm  message  cannot  arrive  before  the  expiration 
of  5’s  outgoing  connection  establishment  timer.  It  is  important  to  note  that  C  has  its 
destination  as  well  as  its  source  local  reference  numbers  for  the  incoming  connection 
section,  namely  s{B)  and  5(C').  The  number  s{B)  has  been  found  in  the  Connection 
Request  from  B  while  the  number  S{C)  was  selected  by  itself. 

Obviously,  C  would  not  receive  any  further  message  from  B  as  B  has  already  released  all 
the  resources  of  its  outgoing  connection  section.  Hence,  C’s  inactivity  timer  will  eventu¬ 
ally  expire  and  a  Released  message  with  s{B)  and  S{C)  is  sent  on  its  incoming  connection 
section.  After  that,  for  the  same  reason,  C’s  release  timer  on  the  incoming  connection 
will  also  expire  and  subsequently  the  maintenance  function  will  be  informed.  However, 
unlike  the  case  as  described  in  Remark  7.1,  it  is  enough  for  the  maintenance  functions 
to  simply  monitor  B^s  source  and  destination  local  reference  numbers  to  conclude  that 
B  is  no  longer  belonging  to  the  same  connection  section  that  C  is  currently  is  in.  The 
maintenance  function  matches  C’s  destination  and  source  local  reference  numbers  with 
jB’s  source  and  destination  local  reference  numbers  (if  they  exist)  respectively.  There  are 
two  possibilities: 

•  B  does  not  currently  have  a  source  (and  hence  destination)  local  reference  num- 
ber(s)  for  its  outgoing  connection, 

•  B  currently  has  a  source  (and  possibly  destination)  local  reference  number(s)  for 
its  outgoing  connection  section. 
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In  the  first  possibility,  B  is  in  an  idle  state.  It  therefore  cannot  be  in  the  same  connection 
section  that  C  is  currently  in.  In  the  second  possibility,  B  has  a  source  local  reference 
number,  N  say,  for  it  outgoing  connection  section.  Both  s{B)  and  N  are  selected  by  the 
node  B  itself  for  its  outgoing  connection  section,  and  the  same  number  is  not  selected 
twice  either  consecutively  or  within  a  short  space  of  time.  Consequently,  B  and  C 
are  simultaneously  belonging  to  the  same  connection  section  if  and  only  if  s{B)  and  N 
are  identical.  However,  since  B  has  in  fact  released  all  the  resources  of  the  outgoing 
connection  section  that  C  is  in  by  our  assumption,  N  must  be  different  from  s{B).  As 
a  result,  the  maintenance  function  is  able  to  inform  C  about  the  disconnection  more 
efficiently. 


8.1  Proposed  Alternative  to  the  SCCP  Connection-Oriented 
Protocol 


From  the  comparison  of  the  behaviour  between  an  intermediate  node  (Figure  13  and  Sec¬ 
tion  7.3)  and  an  originating  node  (Observation  8)  when  both  of  their  outgoing  connection 
establishment  timers  expire,  it  follows  that  the  intermediate  node  may  be  able  to  release 
a  connection,  to  which  it  does  not  belong,  but  not  the  originating  node. 

Furthermore,  Observation  8.2  shows  how  the  node  at  the  other  end  of  the  outgoing 
connection  section  of  the  originating  node  releases  the  resources  of  the  connection  section. 
The  same  should  also  be  possible  if  an  intermediate  node  also  releases  all  the  resources 
of  the  outgoing  connection  section  rather  than  sending  a  Released  message  and  waiting 
for  a  reply  when  its  connection  establishment  timer  expires. 

We  are  therefore  proposing  that  releasing  all  the  resources  of  the  connection  section, 
where  the  connection  establishment  expires,  should  be  followed  by  intermediate  nodes  as 
well  as  originating  nodes.  In  other  words,  we  simply  ignore  Figure  13.  As  a  consequence, 
there  will  be  no  sending  of  Released  message  during  a  connection  establishment  phase. 
There  will  not  be  any  valid  Released  message  which  has  only  the  source  local  reference 
component  but  not  the  destination  local  reference  component.  All  valid  Released  messages 
include  the  two  components  [i.e.  they  are  truly  mandatory)  and  there  are  used  only  after 
connections  have  been  established. 

Finally,  we  mention  that  the  overall  performance  would  not  suffer  when  the  proposed 
alternative  is  preferred.  The  reason  is  simply  due  to  the  fact  that  if  the  behaviour  of  the 
nodes  and  their  SCCP  users  is  allowed  in  the  alternative  protocol,  then  it  is  also  possible 
in  the  original  SCCP  protocol. 
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9  Conclusion 


In  this  paper,  we  have  described  the  Signaling  System  Number  7  Signaling  Connection 
Control  Part  Protocols  as  stated  in  [Q.700  88].  We  have  demonstrated  that  a  security  flaw 
is  possible,  namely  a  connection  can  be  released  by  an  off-line  node  that  does  not  belong 
to  the  connection.  Nevertheless,  we  are  able  to  propose  an  equally  efficient  alternative 
that  can  eliminate  the  above  security  flaw. 
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